
SPECIFICATIONS

(12V, 440W/Cell 15min.)
MPL110-12

mm(inch)
TERMINAL TYPE mm(inch)Handle type is available*

Nominal Voltage(V).....................................................................................................................................................12V
Nominal Capacity(Ah) @ 25 C°

10 hour rate F.V.1.75V/cell(10.8 A discharge to 10.5 Volts).............................................................................108.0 Ah
5 hour rate F.V.1.75V/cell(20.4 A discharge to 10.5 Volts)..............................................................................102.0 Ah
1 hour rate F.V.1.60V/cell(76.0 A discharge to 9.6 Volts).................................................................................76.0 Ah

Nominal Power by 15 mins rate F.V.1.60 V/cell(W/cell)...........................................................................................440W
Terminal Hardware initial Torque........................................................................................58 kgf-cm (50 in-lbs; 5.6 N-m)
Approximate Weight..............................................................................................................................34.8 Kg (76.72Lb)
Internal Resistance.................................................................................................................................................<3m
Maximum Charging Current....................................................................................................................................32.4 A
Maximum Discharge Current for 5 sec. .............................................................................................................. 1100 A
Short Circuit Current @ 0.1 sec...................................................................................................................... 2800 A min
Cold Cranking Amp @ -18 C....................................................................................................................................850 A°
Operation Temperature

Charge.....................................................................................................................................0 C(32 F)~50 C(122 F)° ° ° °
Discharge..............................................................................................................................-20 C(-4 F)~60 C(140 F)° ° ° °
Storage..................................................................................................................................-20 C(-4 F)~50 C(122 F)° ° ° °

Storage Duration....................................................................................................................................6 months (20 C)°
Container Material and Flammability .................................................................................................PP, UL94-V0 & HB
Application ....................................................................................Telecom, UPS, Marine, Power station, Cable TV, etc.

DIMENSIONS

MPL 110-12 is designed with multi-plate technology so that it
owns unparalleled high energy density. The unique alloy
composition imposes our battery with more than 300 cycles at
100% discharge depth and 6-8 years' float life as well. Highly
automated production with advanced heat-sealing and through-
partition technique ensures reliable performance which is
superior to any other battery manufacturer. Since its made of
polypropylene, the outdoor and indoor usage of this battery are
both suitable. .

330.0±2.0[12.99±0.08] 173.0±2.0[6.81±0.08]

OPTION2:Terminal I2

OPTION1:Terminal B3

M6x1.0

7.3[0.29]25.0[0.98]

MPL110-12

Valve Regulated Lead-Acid Rechargeable Battery



CONSTANT CURRENT DISCHARGE CHARACTERISTICS @ 25 C(77 F)

CONSTANT POWER DISCHARGE CHARACTERISTICS 25 C(77 F)

CHARGING PROCEDURE

EFFECT OF TEMPERATURE ON LONG TERM FLOAT LIFEBATTERY LIFE CHARACTERISTICS OF CYCLIC USE
Testing Conditions: Discharge Current: 0.25CAmp(F.V.1.7v/cell)
Charging Current: 0.1C Amp
Charging Volume: 120% Of Discharge Capacity
Ambient Temperature:20 (68 F)

BATTERY CHARGING CHARACTERISTICS
(Typical example of the charge characteristics for the standby use)(Typical example of the charge characteristics for the standby use)

BATTERY CHARGING CHARACTERISTICS
(Typical example of the charge characteristics for the cycle use)
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USA:
B&B BATTERY(USA) INC.
6 5 RANDOLPH ST.COMMERCE,
CA,90040 U.S.A.
TEL:1-323-278-1900.1-800-278-8599
FAX:1-323-278-1268
E-Mail:sales@bb-battery.com
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EUROPE:
B&B BATTERY(EUROPE) B.V.
3 WIJNGAARDVELD, 9300 AALST,BELGIUM
TEL:(00)32-53781567
FAX:(00)32-53781567
E-Mail:hansdevriese@bb-battery.com

CHINA FACTORY:
B.B. BATTERY CO., LTD.
CHENG DONG TRIAL AREA,HUANG GANG,
RAOPING, GUANG DONG,CHINA,515700
TEL:86-768-7601001-2
FAX:86-768-7601469
E-Mail:maggy@bb-battery.com

HONG KONG:
NATIONAL TRADING LTD.
TEL:852-2301-3800
FAX:852-2739-1182
E-Mail:bbhk@hkstar.com

JAPAN:
B&B BATTERY(JAPAN) CO., LTD.
1375-11 NARAHARA-MACHI,HACHIOJI,
TOKYO 193- 8 3,JAPAN.
TEL:81-426-25- 37
FAX:81-426-25- 37
E-Mail:miyata@bb-battery.com
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TAIWAN:
B.B. BATTERY(TAIWAN) CO., LTD.
TEL:886-6-502-5150
FAX:886-6-589-8087
E-Mail:maggy@bb-battery.com
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